
Pb
RoHS COMPLIANT

05 - 20, 0.20mm MAX.
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34 - 50, 0.40mm MAX.
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A

RECOMMENDED PCB LAYOUT

NOTES:
  1. INSULATOR MATERIAL: NYLON 9T, UL 94V-0, BLACK
  2. CONTACT MATERIAL: BRASS
  3. CONTACT PLATING: .000030"~.000050" NICKEL UNDERPLATE, 
                                   GOLD FLASH OVERALL
  4. CURRENT RATING: 1 AMP
  5. INSULATOR RESISTANCE: 5,000 MEGOHMS MIN.
  6. CONTACT RESISTANCE: 20 MILLIOHMS MAX.
  7. DIELECTRIC WITHSTANDING: 500 VAC
  8. OPERATING TEMPERATURE: -40°C TO + 105°C
  9. *PROCESSING TEMP.: 230°C MAX FOR 60 SECONDS             
                                    ( 260°C MAX FOR 10 SECONDS )   
 10. MATES WITH SFH41 & SFH413 IDC SOCKET SERIES

05-25 POSITIONS

40-50 POSITIONS

30-34 POSITIONS
.004[0.10]
.006[0.15]
.010[0.25]

REVISIONS

REV. ECO. NO DESCRIPTION DATE BY

D 2086
ADD BOX INSIDE DEPTH 4mm & ROW SPACING 2.54mm, 

ADD MATED COMPONENTS & HEIGHT ON SHEET 2, 
UPDATE AVAILABLE POSITION NUMBERS, CORRECT DIM 

D IN THE TABLE
02/11/2010 LH

E 2835 UPGRADE INSULATOR MATERIAL NYLON 9T(WAS NYLON 
6T), ADD WARP TOLERANCE 04/07/2014 LH

F 3219 UPDATE INSULATOR COLOR OPTIONS 05/12/2015 LH

H 3467 UPDATE RECOMMENDED PCB LAYOUT GUIDE PIN HOLE TO 
1.30mm (WAS 1.00mm) 6/8/2016 MG
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