


Ultra Miniature SMD Crystal Clock Oscillator

AS CO @ ‘ RoHS/RoHS II compliant

1.6 x 1.2 x 0.7mm

pE PART IDENTIFICATION:

ASCO[ ] - | MHz - ] -]

Blank: 3.3V+10%
1: 2.5 V+10%
2: 1.8 V+10%

Blank: Bulk
T3: 3000pcs/reel
(Standard)
T: 1000pcs/reel
(Special order. Available

‘

upon request)

Please specify the
frequency in MHz. Overall Freq Stability Svmmetrv
e.g. 14.31818MHz Blank: -10°C ~ +60°C Blank: +50ppm Blank: 40/60% @1/2Vdd

E: -20°C ~+70°C J**: +20ppm S: 45/55% @1/2vdd

N: -30°C ~ +85°C K: +30 ppm

L*: -40°C ~ +85°C H: £35 ppm

B: +40 ppm

* Only available with standard Freq. stability and option “B”
**Available for -10 to +60°C, option E only
Please contact Abracon for tighter frequency stability

options
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Dimensions: mm
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Ultra Miniature SMD Crystal Clock Oscillator

ASCO
8 kirow proFILE

@ ‘ RoHS/RoHS II compliant

1.6 x 1.2 x 0.7mm
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5s max. 1 time at +260°C+5°C
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N TAPE & REEL: ‘

T3= 3,000pcs/reel (Standard)

T =1,000pcs/reel (Special order. Available upon request)
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Dimensions: mm

ATTENTION: ABRACON products are COTS - Commercial-Off-The-Shelf products; suitable for Commercial, Industrial and where designated, Automotive Applications. ABRACON'’s
products are not specifically designed for Military, Aviation, Aerospace, Life-dependent Medical applications or any application requiring high reliability where component failure
could result in loss of life and/or property. For applications requiring high reliability and/or presenting an extreme operating environment, written consent and authorization from

ABRACON is required. Please contact ABRACON for more information.
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