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C-SIZE 73251

PRECISION SMA JACK/JACK 
BLKHD, MT ADAPTER EWR-2595, SMA-AD/JJ/BK

 PRODUCT CUSTOMER DRAWING
DOCUMENT NUMBER DOC TYPE DOC PART REVISION

SD-73251-036 PSD 001 A5
MATERIAL NUMBER CUSTOMER SHEET NUMBER

SEE TABLE GENERAL MARKET  1 OF 1

DIMENSION UNITS SCALE

MM/IN
GENERAL TOLERANCES
   (UNLESS SPECIFIED)

ANGULAR TOL ± 2.0 °

4 PLACES ±

3 PLACES ±

2 PLACES ±

1 PLACE ±

0 PLACES ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS
FORMAT: master-tb-prod-C
REVISION: H
DATE: 2018/01/18
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C

HEX7.92
.312

MATERIALS AND FINISHES

BODY, NUT AND WASHER STAINLESS STEEL
PASSIVATED

CENTER CONTACT BERYLLIUM COPPER
PLATED GOLD (50 MICROINCHES MIN)

INSULATOR TEFLON

22.23
.875

14.61 ±0.13
.575 ±.005

1.65 ±0.13
.065 ±.005

MAX PANEL

6.55
.258

9.53 HEX

REF
.375

18.36 ±0.13
.723 ±.005

REF PLANE

REF PLANE

SMA JACK
INTERFACE
2 PLACES

MIN

2.79
.110

MIN6.35
.250

⌀

RECOMMENDED 
MOUNTING HOLE

MIL-STD-348A, FIG. 310.2 INTERFACE
PS-89675-3460 ELECTROMECH PERFORM.

SPECIFICATION DESCRIPTION

73251-0361 ONE PIECE 73251-0360 PER BAG
73251-0360 STANDARD PACKAGING
PART NO. PACKAGING
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LOCKWASHER


