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TE Connectivity

   MATERIAL
     CONTACT:COPPER ALLOY
     HOUSING:THERMOPLASTIC, BLACK
     SOLDER PEG:COPPER ALLOY
   FINISH
     CONTACT:NICKEL ALL OVER UNDER PLATING, 3um MIN.
             GOLD PLATING AT CONTACT AREA, 0.76um MIN.
             GOLD FLASH PLATING AT LEAD AREA,0.05~0.2um
      SOLDER PEG:NICKEL ALL OVER UNDER PLATING, 1.27um MIN
             TIN PLATING ALL OVER, 2-5um
 3.COPLANARITY 0.08MAX. 
   PICKING AREA
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WITHOUT CHARGE
20HOLES MIN.

WITH PRODUCT CHARGE
 

FLANGE CORE DIA
100REF

30REF
REEL WIDTH

26REF

330REF
REEL DIA.

PEELING ANGLE:
~180

PEELING STRENGTH:
0.1~0.7N(300mm/min)

165

300 REF
WEEDING THE COVER TAPE.

300REF
WITHOUT CHARGE

4 0.1
1.75 0.1

12 0.1
1.5

+0.1
 0
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24
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P/NQTY/REEL

2134758-11200

DIRECTION OFF TOP OF REEL

CENTER OF THE PICKING PLACE
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