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SMA JACK,BLKHD FOR RG178 
50 OHMS, EWR-2608 SMA-JC

 PRODUCT CUSTOMER DRAWING
DOCUMENT NUMBER DOC TYPE DOC PART REVISION

SD-73251-148 PSD 001 A4
MATERIAL NUMBER CUSTOMER SHEET NUMBER

SEE TABLE GENERAL MARKET  1 OF 1

DIMENSION UNITS SCALE

MM/IN
GENERAL TOLERANCES
   (UNLESS SPECIFIED)

ANGULAR TOL ± 2.0 °

4 PLACES ±

3 PLACES ±

2 PLACES ±

1 PLACE ±

0 PLACES ±

DRAFT WHERE APPLICABLE
MUST REMAIN

WITHIN DIMENSIONS
FORMAT: master-tb-prod-C
REVISION: H
DATE: 2018/01/18

SYMBOLS
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C

6.50 ±0.08
.256 ±.003

⌀

MIN2.75
.108

RECOMMENDED
MOUNTING HOLE
MAX THICKNESS: 2.4 (.094)

9.53
.375

3.15
.124

⌀2.57
.101

⌀

CRIMP TUBE

5.08
.200

0.91
.036

⌀
CONTACT

10.54
.415

11.95
.470

24.78
.975

HEX2.67
.105

21.60
.850

1.14
.045

⌀

SMA JACK
INTERFACE

RG-178

2.06
.081

4.19
.165

10.69
.421

SUGGESTED CABLE STRIP 7.21
.284

SOLDER CONTACT

10.26
.404

⌀
6.65
.262

⌀
LOCKWASHER

0.46
.018

HEX

7.87
.310

1.93
.076

JAM NUT

MIL - STD - 348A, FIG. 310.2 INTERFACE
SPECIFICATION DESCRIPTION

73251-1481 SINGLE BAG
73251-1480 BULK
PART NO. PACKAGING

MATERIALS AND FINISHES

BODY, JAM NUT, CRIMP TUBE BRASS
PLATED GOLD

CENTER CONTACT BERYLLIUM COPPER
PLATED GOLD

INSULATOR TEFLON

PIN CONTACT: BRASS
PLATED: GOLD

LOCKWASHER: PHOSPHOR BRONZE
PLATED: GOLD

GASKET: SILICONE RUBBER

1

1

2

2

3

3

4

4

5

5

6

6

7

7

8

8

9

9

10

10

11

11

12

12

A A

B B

C C

D D

E E

F F

G G

H H

11.10 [.437] HEX


