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International Standards at Lower Cost and Better Performance

Designed to provide the high isolation, creepage and clearance necessary to
comply with international safety standards.
General Specifications

Agency Certifications

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

  

Lead Wires
Hook up lead wire style UL1015, CSA TEW
Rated 600V -40° to +105° C
Passes UL VW-1 (flame test)
All primary lead wires are 18AWG UL 1015
All lead wires are 12” in length
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Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 Bel:   

  A41-80-24L  A41-175-10L  A41-175-36L  A41-25-24L  A41-130-10L  A41-175-20L  A41-43-20L  A41-25-16L  A41-

175-16L  A41-25-12L  A41-43-10L  A41-25-36L  A41-175-230L  A41-43-28L  A41-43-24L  A41-25-10L  A41-80-10L 

A41-80-36L  A41-175-24L  A41-80-12L  A41-25-28L  A41-80-16L  A41-80-20L  A41-130-16L  A41-130-28L  A41-130-

36L  A41-25-20L  A41-130-12L  A41-43-16L  A41-80-28L  A41-175-28L  A41-43-12L  A41-43-230L  A41-130-20L  A41-

130-230L  A41-25-230L  A41-130-24L  A41-175-12L  A41-43-36L  A41-80-230L

http://www.mouser.com/bel-signal-transformer
http://www.mouser.com/access/?pn=A41-80-24L
http://www.mouser.com/access/?pn=A41-175-10L
http://www.mouser.com/access/?pn=A41-175-36L
http://www.mouser.com/access/?pn=A41-25-24L
http://www.mouser.com/access/?pn=A41-130-10L
http://www.mouser.com/access/?pn=A41-175-20L
http://www.mouser.com/access/?pn=A41-43-20L
http://www.mouser.com/access/?pn=A41-25-16L
http://www.mouser.com/access/?pn=A41-175-16L
http://www.mouser.com/access/?pn=A41-175-16L
http://www.mouser.com/access/?pn=A41-25-12L
http://www.mouser.com/access/?pn=A41-43-10L
http://www.mouser.com/access/?pn=A41-25-36L
http://www.mouser.com/access/?pn=A41-175-230L
http://www.mouser.com/access/?pn=A41-43-28L
http://www.mouser.com/access/?pn=A41-43-24L
http://www.mouser.com/access/?pn=A41-25-10L
http://www.mouser.com/access/?pn=A41-80-10L
http://www.mouser.com/access/?pn=A41-80-36L
http://www.mouser.com/access/?pn=A41-175-24L
http://www.mouser.com/access/?pn=A41-80-12L
http://www.mouser.com/access/?pn=A41-25-28L
http://www.mouser.com/access/?pn=A41-80-16L
http://www.mouser.com/access/?pn=A41-80-20L
http://www.mouser.com/access/?pn=A41-130-16L
http://www.mouser.com/access/?pn=A41-130-28L
http://www.mouser.com/access/?pn=A41-130-36L
http://www.mouser.com/access/?pn=A41-130-36L
http://www.mouser.com/access/?pn=A41-25-20L
http://www.mouser.com/access/?pn=A41-130-12L
http://www.mouser.com/access/?pn=A41-43-16L
http://www.mouser.com/access/?pn=A41-80-28L
http://www.mouser.com/access/?pn=A41-175-28L
http://www.mouser.com/access/?pn=A41-43-12L
http://www.mouser.com/access/?pn=A41-43-230L
http://www.mouser.com/access/?pn=A41-130-20L
http://www.mouser.com/access/?pn=A41-130-230L
http://www.mouser.com/access/?pn=A41-130-230L
http://www.mouser.com/access/?pn=A41-25-230L
http://www.mouser.com/access/?pn=A41-130-24L
http://www.mouser.com/access/?pn=A41-175-12L
http://www.mouser.com/access/?pn=A41-43-36L
http://www.mouser.com/access/?pn=A41-80-230L

