
Th
e 

in
fo

rm
at

io
n 

pr
ov

id
ed

 in
 th

is
 d

oc
um

en
ta

tio
n 

co
nt

ai
ns

 g
en

er
al

 d
es

cr
ip

tio
ns

 a
nd

/o
r t

ec
hn

ic
al

 c
ha

ra
ct

er
is

tic
s 

of
 th

e 
pe

rfo
rm

an
ce

 o
f t

he
 p

ro
du

ct
s 

co
nt

ai
ne

d 
he

re
in

.
Th

is
 d

oc
um

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

.
It 

is
 th

e 
du

ty
 o

f a
ny

 s
uc

h 
us

er
 o

r i
nt

eg
ra

to
r t

o 
pe

rfo
rm

 th
e 

ap
pr

op
ria

te
 a

nd
 c

om
pl

et
e 

ris
k 

an
al

ys
is

, e
va

lu
at

io
n 

an
d 

te
st

in
g 

of
 th

e 
pr

od
uc

ts
 w

ith
 re

sp
ec

t t
o 

th
e 

re
le

va
nt

 s
pe

ci
fic

 a
pp

lic
at

io
n 

or
 u

se
 th

er
eo

f.
N

ei
th

er
 S

ch
ne

id
er

 E
le

ct
ric

 In
du

st
rie

s 
SA

S 
no

r a
ny

 o
f i

ts
 a

ffi
lia

te
s 

or
 s

ub
si

di
ar

ie
s 

sh
al

l b
e 

re
sp

on
si

bl
e 

or
 li

ab
le

 fo
r m

is
us

e 
of

 th
e 

in
fo

rm
at

io
n 

co
nt

ai
ne

d 
he

re
in

.

Feb 28, 2016
1

Product data sheet
Characteristics

ZCE28
limit switch head ZCE - roller lever plunger
horizontal or vertical direction
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Product availability:  Non-Stock - Not normally stocked in distribution facility

Main
Commercial Status Commercialised
Range of product OsiSense XC
Series name Standard format
Product or component
type

Limit switch head

Device short name ZCE
Head type Plunger head
Product compatibility XCKD

XCKP
XCKT
XCMD
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Associated body ZCD21
ZCD21M12
ZCD25
ZCD26
ZCD27
ZCD28
ZCD29
ZCD29M12
ZCD31
ZCD35
ZCD37
ZCD39
ZCMD21C12
ZCMD21L08R12
ZCMD21L08U78
ZCMD21L1
ZCMD21L2
ZCMD21L5
ZCMD21M12
ZCMD25L1
ZCMD25L2
ZCMD25L5
ZCMD29C12
ZCMD29L1
ZCMD29L2
ZCMD29L5
ZCMD37L1
ZCMD37L2
ZCMD37L5
ZCMD39L1
ZCMD39L2
ZCMD39L5
ZCMD41L1
ZCMD41L2
ZCMD41L5
ZCMD61C12
ZCMD61M12
ZCMD69C12
ZCMD81L1
ZCMD81L2
ZCMD81L5
ZCP21
ZCP21M12
ZCP25
ZCP26
ZCP27
ZCP28
ZCP29
ZCP29M12
ZCP31
ZCP35
ZCP37
ZCP39
ZCT21G11
ZCT21N12
ZCT21P16
ZCT25G11
ZCT25N12
ZCT25P16
ZCT26G11
ZCT26N12
ZCT26P16
ZCT27G11
ZCT27N12
ZCT27P16
ZCT28G11
ZCT28N12
ZCT28P16

Movement of operating
head

Linear

Type of operator Roller lever plunger spring return thermoplastic
Type of approach Lateral or vertical approach 1 direction

Complementary
Switch actuation By 30° cam
Positive opening With
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Environment
Ambient air temperature for operation -13...158 °F (-25...70 °C)
Ambient air temperature for storage -40...158 °F (-40...70 °C)
Environmental characteristic Standard environment

Ordering and shipping details
Category 22418 - LIMIT SWITCH,IEC,XCKP&XCKT
Discount Schedule T
GTIN 00785901497639
Nbr. of units in pkg. 1
Package weight(Lbs) 0.80
Product availability Non-Stock - Not normally stocked in distribution facility
Returnability Y
Country of origin ID

Offer Sustainability
Sustainable offer status Green Premium product
RoHS Compliant - since 0953 - Schneider Electric declaration of conformity
REACh Reference not containing SVHC above the threshold
Product environmental profile Available  Download Product Environmental
Product end of life instructions Need no specific recycling operations

Contractual warranty
Period 18 months

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=879172&lang=en-us
http://se-vl-145.ebusiness.schneider-electric.com:9085/cut.CatalogueRetrieverServlet/CatalogueRetrieverServlet?fct=get_element&env=publish&scp_id=Z018&el_typ=rendition&cat_id=BU_AUT_520_L3_Z018&maj_v=1&min_v=7&frm=first&usg=first&doc_id=H572308&dwnl=true
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