
923-342 923-343923-340 923-341

Holder Faces

Recommended Mounting Holes for Stand Alone 
&

Horizontal Interlocking 923-34X / Vertical 
Interlocking 922-34X LED Holders

LED Lead
Holder Pitch

TYP.

0.210 [5.3mm]

0.122 [3.1mm]

0.100 [2.5mm]

0.095 [2.4mm]

Ø.032 [Ø0.8mm]

Ø.24 [Ø6.0mm]

TYP.
0.030 [0.8mm] SQ.

TYP.

TYP.

0.100 [2.5mm]

0.125 [3.2mm]

0.150 [3.8mm]

0.21 [5.3mm] 0.400 [10.2mm]

0.225 [5.7mm]

0.295 [7.5mm]
SQ.

0.03 [0.8mm]

0.310 [7.9mm]

TYP.
Ø.032+.003

-.002

0.050 [1.3mm]
0.100 [2.5mm]

Horizontal Interlocking

Stand Alone

(Horizontal Interlocking)

(Stand Alone)

0.375 [9.5mm]
0.325 [8.3mm]

0.300 [7.6mm]

0.275 [7.0mm]

0.300 [7.6mm]

0.335 [8.5mm]

0.295 [7.5mm]

0.385 [9.8mm]
Vertical Ineterlocking w/ 922-34X

 1.  GENERAL SPECIFICATIONS: BIVAR MOLDED COMPONENT SPECIFICATION BV00-E101.
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RTP POLYAMIDE NYLON 6/6, 0200 FR, BLACK OR MODIFIED PLASTICS MN6/6-SE BK.  

 2.  MATERIAL: NYLON 6/6, 94V-0, BLACK. BIVAR MATERIAL CODE 22-BK.
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