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										Miniature Rocker & Lever Handle Switch

					
						4054 Configurations
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							Contact Sales
						

											


										The 7000 series miniature rocker and lever handle switches from C&K are multi-pole and multi-position, have a wide variety of actuator and termination options available and use epoxy terminal-seal that’s compatible with bottom wash cleaning. Product designers in the telecommunications, instrumentation and medical equipment industries turn to C&K’s 7000 series switches because of their reputation for quality and performance even in the face of harsh environments.

					
											Multi-pole and multi-position
	Wide variety of actuator and termination options
	Epoxy terminal-seal compatible with bottom wash cleaning


					
					
				

			

		

		
			
				Series Specifications

					Contact Rating:	Gold contact material: 0.4 VA max. @ 20 V AC or DC max. Silver contact material: 5 A @ 120 V AC or 28 V DC; 2 A @ 250 V AC
	Electrical Life:	7X01 and UX1 models: 100,000 make-and-break cycles at full load. All other models: 40,000 cycles
	Contact Resistance:	Below 10 milliohms typ. initial @ 2-4 V DC, 100 mA, for both silver and gold plated contacts
	Insulation Resistance:	10⁹ ohms min.
	Dielectric Strength:	1000 Vrms min. @ sea level
	Operating Temperature:	–30ºC to 85ºC
	Solderability:	Per MIL-STD-202F method 208D, or EIA RS-186E method 9 (1 hour steam aging)


			

			
				Typical Applications

						Telecommunications
		Instrumentation
		Medical equipment


			

		

	







				Product Configurations				(4054)
				Part # Finder			
Compare Selected (0)Current Rating
	
							0.4VA (AC/DC)							
	
							5A (AC/DC)							
	
							10A (AC)							
	
							16A (AC)							
	
							16A (AC), 6A (DC)							
	
							3A (AC)							
	
							7.5A (AC/DC)							
	
							3A (AC/DC)							
	
							2A (AC/DC)							
	
							6.5A (AC)							
	
							6A (AC)							
	
							400mA (DC)							
	
							4A (AC)							
	
							6A (AC/DC)							
	
							10A (AC/DC)							



Circuit
	
							SP3T							
	
							DPDT							
	
							SPDT							
	
							DPST							
	
							SPST							
	
							3PDT							
	
							DP3T							
	
							4PDT							



Mounting Type
	
							Thru-hole, Right Angle, Vertical							
	
							Thru-hole							
	
							Panel Mount, Front, Snap-In							
	
							Thru-hole, Right Angle							
	
							Panel Mount, Rear, Screw							
	
							Thru-hole, Right angle							
	
							Surface Mount							



Sealing
	
							Unsealed							



Illumination
	
							None							
	
							Yes							



Switch Function
	
							On-On-On							
	
							On-On-Mom							
	
							On-Mom							
	
							On-Off-Mom							
	
							Mom-Off-Mom							
	
							Mom-On-Mom							
	
							On-Off-On							
	
							On-On							
	
							On-Off							
	
							On-On-Off							



Electrical Life Cycles
	
							40000							
	
							100000							
	
							10000							
	
							30000							
	
							60000							
	
							6000							
	
							25000							



Voltage Rating - AC
	
							20V							
	
							120V							
	
							125V							



Voltage Rating - DC
	
							20V							
	
							28V							
	
							48V							
	
							30V							



Color - Actuator/Cap
	
							Black							
	
							White							
	
							Red							
	
							Gray							
	
							Green							
	
							Yellow							
	
							Red, White							
	
							Black, White							
	
							Amber							
	
							Almond							
	
							Bisque							
	
							Black, Red							
	
							Blue							



Actuator Marking
	
							No Marking							
	
							O I							
	
							O -							
	
							On - Off, Vertical							
	
							Off - On, Vertical							
	
							Dot							
	
							O on End							



Illumination Type, Color
	
							Neon, Amber							
	
							Neon, Green							
	
							Neon, Red							
	
							LED, Green							
	
							LED, Red							
	
							LED, Amber							



Illumination Voltage (Nominal)
	
							125 VAC							
	
							250 VAC							
	
							1.85 VDC							
	
							2.1 VDC							
	
							2.2 VDC							



Termination Style
	
							Thru-hole, Right angle, Vertical							
	
							Thru-hole							
	
							Solder Lug							
	
							Wire Wrap							
	
							Quick Connect - 0.062" (1.5mm)							
	
							Thru-hole, Right angle							
	
							Quick Connect - 0.187" (4.7mm)							
	
							Solder, Quick Connect - 0.187" (4.7mm)							
	
							Quick Connect - 0.250" (6.3mm)							
	
							Quick Connect - 0.110" (2.8mm)							
	
							SMT							



Additional Features
	
							Jumper needed to achieve triple throw							
	
							Epoxy Sealed Terminals							
	
							Epoxy Potted							
	
							IP65 splash proof rubber boot option available							
	
							Guard							
	
							Sealed - Flux Protection							
	
							Two-Tone Rocker							
	
							Positive Detent							



Panel Cutout Dimensions
	
							Rectangular - 15.24mm x 12.70mm							
	
							Rectangular - 34.92mm x 16.46mm							
	
							Rectangular - 19.05mm x 10.41mm							
	
							Rectangular - 20.32mm x 12.70mm							
	
							Rectangular - 38.74mm x 16.46mm							
	
							Rectangular - 17.96mm x 10.62mm							
	
							Rectangular - 30.99mm x 17.15mm							
	
							Rectangular - 27.81mm x 16.46mm							
	
							Rectangular - 22.53mm x 19.20mm							
	
							Rectangular - 27.13mm x 19.20mm							
	
							Rectangular - 19.40mm x 13.00mm							
	
							Rectangular - 27.31mm x 12.50mm							
	
							Rectangular - 26.14mm x 12.50mm							
	
							Rectangular - 19.20mm x 12.90mm							
	
							Rectangular - 28.30mm x 14.20mm							
	
							Rectangular - 15.75mm x 6.35mm							
	
							Rectangular - 15.75mm x 8.13mm							
	
							Rectangular - 30.40mm x 11.20mm							
	
							Rectangular - 27.80mm x 13.80mm							
	
							Rectangular - 28.80mm x 14.00mm							
	
							Rectangular - 30.40mm x 22.20mm							
	
							Circular - 20.20mm Dia							
	
							Rectangular - 19.41mm x 12.90mm							



Actuator Type
	
							Concave (Standard V)							
	
							Concave (Standard V) - Illuminated							
	
							Paddle							
	
							Paddle - Illuminated							
	
							Concave (Curved)							
	
							Concave (Curved) - Illuminated							
	
							Flat							
	
							Flat - Illuminated							
	
							Round							
	
							Round - Illuminated							



Packaging
	
							Bulk							
	
							Tray							
	
							Tape & Reel							






#7211J50AV2BE2
	Current Rating : 0.4VA (AC/DC)
	Circuit : SP3T
	Mounting Type : Thru-hole, Right Angle, Vertical
	Sealing : Unsealed

	
	
	





#7211J50AV2QE2
	Current Rating : 5A (AC/DC)
	Circuit : SP3T
	Mounting Type : Thru-hole, Right Angle, Vertical
	Sealing : Unsealed

	
	
	





#7211J50AV3BE2
	Current Rating : 0.4VA (AC/DC)
	Circuit : SP3T
	Mounting Type : Thru-hole, Right Angle, Vertical
	Sealing : Unsealed

	
	
	





#7211J50V31QE2
	Current Rating : 5A (AC/DC)
	Circuit : SP3T
	Mounting Type : Thru-hole
	Sealing : Unsealed

	
	
	





#7211J50V3BE2
	Current Rating : 0.4VA (AC/DC)
	Circuit : SP3T
	Mounting Type : Thru-hole
	Sealing : Unsealed

	
	
	





#7211J50V4BE1
	Current Rating : 0.4VA (AC/DC)
	Circuit : SP3T
	Mounting Type : Thru-hole
	Sealing : Unsealed

	
	
	





#7211J50V4BE2
	Current Rating : 0.4VA (AC/DC)
	Circuit : SP3T
	Mounting Type : Thru-hole
	Sealing : Unsealed

	
	
	





#7211J50ZQE2
	Current Rating : 5A (AC/DC)
	Circuit : SP3T
	Mounting Type : Panel Mount, Front, Snap-In
	Sealing : Unsealed

	
	
	





#7211J51CKE22
	Current Rating : 0.4VA (AC/DC)
	Circuit : SP3T
	Mounting Type : Panel Mount, Front, Snap-In
	Sealing : Unsealed

	
	
	





#7211J51CQE12
	Current Rating : 5A (AC/DC)
	Circuit : SP3T
	Mounting Type : Panel Mount, Front, Snap-In
	Sealing : Unsealed

	
	
	





#7211J51CQE22
	Current Rating : 5A (AC/DC)
	Circuit : SP3T
	Mounting Type : Panel Mount, Front, Snap-In
	Sealing : Unsealed

	
	
	





#7211J51WBE22
	Current Rating : 0.4VA (AC/DC)
	Circuit : SP3T
	Mounting Type : Panel Mount, Front, Snap-In
	Sealing : Unsealed

	
	
	





#7211J51Z3QE22
	Current Rating : 5A (AC/DC)
	Circuit : SP3T
	Mounting Type : Panel Mount, Front, Snap-In
	Sealing : Unsealed

	
	
	





#7211J51ZBE22
	Current Rating : 0.4VA (AC/DC)
	Circuit : SP3T
	Mounting Type : Panel Mount, Front, Snap-In
	Sealing : Unsealed

	
	
	





#7211J51ZBE32
	Current Rating : 0.4VA (AC/DC)
	Circuit : SP3T
	Mounting Type : Panel Mount, Front, Snap-In
	Sealing : Unsealed

	
	
	





#7211J51ZGE11
	Current Rating : 5A (AC/DC)
	Circuit : SP3T
	Mounting Type : Panel Mount, Front, Snap-In
	Sealing : Unsealed
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                        Speak with a Specialist

						
							The quickest way to find a solution and overcome your toughest engineering challenges is to let us help you. Our team of product, market and engineering specialists are here to provide expert advice and show you what C&K has to offer.

						

					

					
						
							
								Get Expert Advice							
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