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Conductive Polymer Hybrid
Aluminum Electrolytic Capacitors

Please contact us for mass production schedule.
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◆ SPECIFICATIONS
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◆ MARKING
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◆ STANDARD RATINGS
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◆ RECOMMENDED REFLOW SOLDERING CONDITIONS
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Mouser Electronics
  

Authorized Distributor
 
  

Click to View Pricing, Inventory, Delivery & Lifecycle Information:
 
 
 
 United Chemi-Con (UCC):   

  HHXB250ARA560MF61G  HHXB630ARA560MJA0G  HHXB500ARA220MF61G  HHXB630ARA330MHA0G 

HHXB250ARA101MF80G  HHXB500ARA330MF80G  HHXB630ARA220MF80G  HHXB630ARA100MF61G 

HHXB350ARA271MJA0G  HHXB160ARA151MF80G  HHXB250ARA331MJA0G  HHXB350ARA680MF80G 

HHXB160ARA271MHA0G  HHXB500ARA101MJA0G  HHXB250ARA221MHA0G  HHXB350ARA151MHA0G 

HHXB160ARA471MJA0G  HHXB500ARA680MHA0G  HHXB160ARA820MF61G  HHXB350ARA470MF61G 

HHXB800ARA390MJA0G  HHXB800ARA220MHA0G

http://www.mouser.com/ucc
http://www.mouser.com/access/?pn=HHXB250ARA560MF61G
http://www.mouser.com/access/?pn=HHXB630ARA560MJA0G
http://www.mouser.com/access/?pn=HHXB500ARA220MF61G
http://www.mouser.com/access/?pn=HHXB630ARA330MHA0G
http://www.mouser.com/access/?pn=HHXB250ARA101MF80G
http://www.mouser.com/access/?pn=HHXB500ARA330MF80G
http://www.mouser.com/access/?pn=HHXB630ARA220MF80G
http://www.mouser.com/access/?pn=HHXB630ARA100MF61G
http://www.mouser.com/access/?pn=HHXB350ARA271MJA0G
http://www.mouser.com/access/?pn=HHXB160ARA151MF80G
http://www.mouser.com/access/?pn=HHXB250ARA331MJA0G
http://www.mouser.com/access/?pn=HHXB350ARA680MF80G
http://www.mouser.com/access/?pn=HHXB160ARA271MHA0G
http://www.mouser.com/access/?pn=HHXB500ARA101MJA0G
http://www.mouser.com/access/?pn=HHXB250ARA221MHA0G
http://www.mouser.com/access/?pn=HHXB350ARA151MHA0G
http://www.mouser.com/access/?pn=HHXB160ARA471MJA0G
http://www.mouser.com/access/?pn=HHXB500ARA680MHA0G
http://www.mouser.com/access/?pn=HHXB160ARA820MF61G
http://www.mouser.com/access/?pn=HHXB350ARA470MF61G
http://www.mouser.com/access/?pn=HHXB800ARA390MJA0G
http://www.mouser.com/access/?pn=HHXB800ARA220MHA0G

