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SERIES 151...003, 004, 005 • INTERCONNECT • OPEN FRAME

•  Series 151 DIL Headers combine .025” dia. tails
with pluggable .018” dia. solder tails

•  Series:
151...003 uses MM #5503 pins
151...004 uses MM #5504 pins
151...005 uses MM #5505 pins
See page 214 for details

•  Insulators are high temperature thermoplastic,
suitable for all soldering operations

•  For Electrical, Mechanical and Environmental
Data, see page 264 for details
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ORDERING INFORMATION

See page 130 for Insulator Details

151-10-210-00-003000

151-10-304-00-003000
151-10-306-00-003000
151-10-308-00-003000
151-10-310-00-003000
151-10-314-00-003000
151-10-316-00-003000
151-10-318-00-003000
151-10-320-00-003000
151-10-322-00-003000
151-10-324-00-003000
151-10-328-00-003000

151-10-420-00-003000
151-10-422-00-003000
151-10-424-00-003000
151-10-428-00-003000
151-10-432-00-003000

151-10-624-00-003000
151-10-628-00-003000
151-10-632-00-003000
151-10-636-00-003000
151-10-640-00-003000
151-10-642-00-003000
151-10-648-00-003000
151-10-650-00-003000
151-10-652-00-003000

151-10-950-00-003000
151-10-952-00-003000
151-10-964-00-003000

151-10-210-00-004000

151-10-304-00-004000
151-10-306-00-004000
151-10-308-00-004000
151-10-310-00-004000
151-10-314-00-004000
151-10-316-00-004000
151-10-318-00-004000
151-10-320-00-004000
151-10-322-00-004000
151-10-324-00-004000
151-10-328-00-004000

151-10-420-00-004000
151-10-422-00-004000
151-10-424-00-004000
151-10-428-00-004000
151-10-432-00-004000

151-10-624-00-004000
151-10-628-00-004000
151-10-632-00-004000
151-10-636-00-004000
151-10-640-00-004000
151-10-642-00-004000
151-10-648-00-004000
151-10-650-00-004000
151-10-652-00-004000

151-10-950-00-004000
151-10-952-00-004000
151-10-964-00-004000

L = .252 L = .331

151-10-210-00-005000

151-10-304-00-005000
151-10-306-00-005000
151-10-308-00-005000
151-10-310-00-005000
151-10-314-00-005000
151-10-316-00-005000
151-10-318-00-005000
151-10-320-00-005000
151-10-322-00-005000
151-10-324-00-005000
151-10-328-00-005000

151-10-420-00-005000
151-10-422-00-005000
151-10-424-00-005000
151-10-428-00-005000
151-10-432-00-005000

151-10-624-00-005000
151-10-628-00-005000
151-10-632-00-005000
151-10-636-00-005000
151-10-640-00-005000
151-10-642-00-005000
151-10-648-00-005000
151-10-650-00-005000
151-10-652-00-005000

151-10-950-00-005000
151-10-952-00-005000
151-10-964-00-005000

L = .606

XX=Plating Code 
See to Right Pin Plating

SPECIFY PLATING CODE XX =

10 µ” Au

RoHS - 2
2011/65/EU

B

.110

.025 DIA.

L=.331

L=.606
OR

.072 DIA.

.047 DIA.

.018 DIA. .154

.126

.134

L=.252
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