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DATE:CHECKED:

05/22/02M. Chen

05/22/02
DATE:

X°    ± 1°

S. Irving

DECIMALS

.X        ± .1

DESIGNED:

.XX      ± .02

.XXX    ± .010 LENS CAP / FLP ASSEMBLY,
4mm ROUND

PART NO:

TITLE:

ANGULAR

1 1SHEET #      OF
N

REVISION:

STANDARD TOLERANCE ®

REV. DESCRIPTION APPROVEDDATEPART DESCRIPTION
HOLDER CAP, FLEXIBLE LIGHT-PIPE
LIGHT PIPE CABLE, CUT LENGTH IN INCHES

ITEM Q'TY
1
2

1
1

FLP-LC
PART NUMBER

FLPS1022-X.XXX

0.145 [3.7mm]

±0.050"0.750" ~ 16.000"
±0.150"16.100" ~ 40.000"
±0.300"40.100" ~ 80.000"
±0.5%80.100" ~ 3,940.0"

*L
 2  FLPS1022-X.XXX

 1FLP-LC

Tolerance"  L  "

H 10/18/05 M. C.FLP Length Update
J FLP Length Clarification 01/11/06 M. C.
K Corrected "L" Dimension Measurement 07/25/07 M. C.
M Updated Fiber In BOM 11/14/12 T. Y.
N Added Note 2 10/06/16 J. C.

NOTE:
1. ALLOWABLE CUT LENGTH IS UP TO 3 DECIMAL PLACES.
2. MINIMUM BEND RADIUS OF FLEXIBLE LIGHT PIPE: 0.87" [22mm].
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 BIVAR:   

  LC-18.0  LC-1.0  LC-1.25  LC-1.5  LC-1.8  LC-10.0  LC-10.5  LC-11.0  LC-11.5  LC-12.0  LC-13.5  LC-14.0  LC-15.0 

LC-15.5  LC-16.0  LC-18.4  LC-2.0  LC-2.25  LC-2.5  LC-2.75  LC-20.0  LC-21.0  LC-24.0  LC-27.0  LC-3.0  LC-3.1 

LC-3.25  LC-3.5  LC-30.0  LC-33.5  LC-36.0  LC-4.0  LC-4.5  LC-4.75  LC-48.0  LC-5.0  LC-5.2  LC-5.5  LC-5.995  LC-

6.0  LC-6.29  LC-6.5  LC-6.6  LC-6.75  LC-60.0  LC-7.0  LC-7.1  LC-7.5  LC-7.7  LC-7.75  LC-7.85  LC-7.9  LC-72.0 

LC-8.0  LC-8.25  LC-8.5  LC-9.0  LC-9.25  LC-9.5  LC-9.7  LC-9.75  LC-9.8  LC-96.0  LC-11.25  LC-1.65  LC-1.75  LC-

11.8  LC-2.285  LC-20.5  LC-14.25  LC-6.25  LC-16.5  LC-21.5  LC-22.0  LC-20.25  LC-4.25  LC-6.8  LC-76.0  LC-

21.25  LC-2.375  LC-9.3  LC-15.75  LC-16.25  LC-16.75  LC-19.0  LC-19.5

https://www.mouser.com/bivar
https://www.mouser.com/access/?pn=LC-18.0
https://www.mouser.com/access/?pn=LC-1.0
https://www.mouser.com/access/?pn=LC-1.25
https://www.mouser.com/access/?pn=LC-1.5
https://www.mouser.com/access/?pn=LC-1.8
https://www.mouser.com/access/?pn=LC-10.0
https://www.mouser.com/access/?pn=LC-10.5
https://www.mouser.com/access/?pn=LC-11.0
https://www.mouser.com/access/?pn=LC-11.5
https://www.mouser.com/access/?pn=LC-12.0
https://www.mouser.com/access/?pn=LC-13.5
https://www.mouser.com/access/?pn=LC-14.0
https://www.mouser.com/access/?pn=LC-15.0
https://www.mouser.com/access/?pn=LC-15.5
https://www.mouser.com/access/?pn=LC-16.0
https://www.mouser.com/access/?pn=LC-18.4
https://www.mouser.com/access/?pn=LC-2.0
https://www.mouser.com/access/?pn=LC-2.25
https://www.mouser.com/access/?pn=LC-2.5
https://www.mouser.com/access/?pn=LC-2.75
https://www.mouser.com/access/?pn=LC-20.0
https://www.mouser.com/access/?pn=LC-21.0
https://www.mouser.com/access/?pn=LC-24.0
https://www.mouser.com/access/?pn=LC-27.0
https://www.mouser.com/access/?pn=LC-3.0
https://www.mouser.com/access/?pn=LC-3.1
https://www.mouser.com/access/?pn=LC-3.25
https://www.mouser.com/access/?pn=LC-3.5
https://www.mouser.com/access/?pn=LC-30.0
https://www.mouser.com/access/?pn=LC-33.5
https://www.mouser.com/access/?pn=LC-36.0
https://www.mouser.com/access/?pn=LC-4.0
https://www.mouser.com/access/?pn=LC-4.5
https://www.mouser.com/access/?pn=LC-4.75
https://www.mouser.com/access/?pn=LC-48.0
https://www.mouser.com/access/?pn=LC-5.0
https://www.mouser.com/access/?pn=LC-5.2
https://www.mouser.com/access/?pn=LC-5.5
https://www.mouser.com/access/?pn=LC-5.995
https://www.mouser.com/access/?pn=LC-6.0
https://www.mouser.com/access/?pn=LC-6.0
https://www.mouser.com/access/?pn=LC-6.29
https://www.mouser.com/access/?pn=LC-6.5
https://www.mouser.com/access/?pn=LC-6.6
https://www.mouser.com/access/?pn=LC-6.75
https://www.mouser.com/access/?pn=LC-60.0
https://www.mouser.com/access/?pn=LC-7.0
https://www.mouser.com/access/?pn=LC-7.1
https://www.mouser.com/access/?pn=LC-7.5
https://www.mouser.com/access/?pn=LC-7.7
https://www.mouser.com/access/?pn=LC-7.75
https://www.mouser.com/access/?pn=LC-7.85
https://www.mouser.com/access/?pn=LC-7.9
https://www.mouser.com/access/?pn=LC-72.0
https://www.mouser.com/access/?pn=LC-8.0
https://www.mouser.com/access/?pn=LC-8.25
https://www.mouser.com/access/?pn=LC-8.5
https://www.mouser.com/access/?pn=LC-9.0
https://www.mouser.com/access/?pn=LC-9.25
https://www.mouser.com/access/?pn=LC-9.5
https://www.mouser.com/access/?pn=LC-9.7
https://www.mouser.com/access/?pn=LC-9.75
https://www.mouser.com/access/?pn=LC-9.8
https://www.mouser.com/access/?pn=LC-96.0
https://www.mouser.com/access/?pn=LC-11.25
https://www.mouser.com/access/?pn=LC-1.65
https://www.mouser.com/access/?pn=LC-1.75
https://www.mouser.com/access/?pn=LC-11.8
https://www.mouser.com/access/?pn=LC-11.8
https://www.mouser.com/access/?pn=LC-2.285
https://www.mouser.com/access/?pn=LC-20.5
https://www.mouser.com/access/?pn=LC-14.25
https://www.mouser.com/access/?pn=LC-6.25
https://www.mouser.com/access/?pn=LC-16.5
https://www.mouser.com/access/?pn=LC-21.5
https://www.mouser.com/access/?pn=LC-22.0
https://www.mouser.com/access/?pn=LC-20.25
https://www.mouser.com/access/?pn=LC-4.25
https://www.mouser.com/access/?pn=LC-6.8
https://www.mouser.com/access/?pn=LC-76.0
https://www.mouser.com/access/?pn=LC-21.25
https://www.mouser.com/access/?pn=LC-21.25
https://www.mouser.com/access/?pn=LC-2.375
https://www.mouser.com/access/?pn=LC-9.3
https://www.mouser.com/access/?pn=LC-15.75
https://www.mouser.com/access/?pn=LC-16.25
https://www.mouser.com/access/?pn=LC-16.75
https://www.mouser.com/access/?pn=LC-19.0
https://www.mouser.com/access/?pn=LC-19.5

