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Model 3542 
Insulated Pin Tip Jack 

Sales: 800-490-2361 Fax: 888-403-3360 
Technical Assistance: 800-241-2060 

 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
FEATURES: 

• Accepts .080 pin tip plugs 
• Mounts in panels up to .250” thick. 

 
MATERIAL: 
Insulation – Polycarbonate - Molded to pin 
tip jack body   
Lockwasher, #8 Internal Tooth – Steel - Nickel 
plated  
Hex Nut, #8-32 – Brass – Nickel plated 
Pin Tip Jack Body:  Brass – Gold plated 
     

          
 
    
RATINGS: 
Operating Temperature: +115°C. (+239°F.) Max.    
Operating Voltage:  1500 VDC 
Current: 5 Amperes.        
    
ORDERING INFORMATION:  Model 3542-* 
*=Color Code – See Tabulation Block 
Sold in packages of 10 
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  3542-6  3542-0  3542-4  3542-2  3542-5  3542-3

http://www.mouser.com/Pomona-Electronics
http://www.mouser.com/access/?pn=3542-6
http://www.mouser.com/access/?pn=3542-0
http://www.mouser.com/access/?pn=3542-4
http://www.mouser.com/access/?pn=3542-2
http://www.mouser.com/access/?pn=3542-5
http://www.mouser.com/access/?pn=3542-3

