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208224 -1ALL3.557NONO

208224 -2ALL4.368NO

208224 -31-10, 12-29, 31-37.368YESNO

208224 -44,8,10,23,31,34-36.368NO

208224 -51-22, 24-37.368NO

208224 -9ALL.368NO

1- 208224 -0NO

1- 208224 -1NO

1- 208224 -2NO

1- 208224 -3NO

1- 208224 -5NO

1- 208224 -68NO

1- 208224 -74,8,10,23,31,34-368.368YESNO

1- 208224 -8NO

2- 208224 -1ALLNONO

2- 208224 -2NO

2- 208224 -3ALL3.557YESNO

2- 208224 -41-9, 11-31, 33-373.557NONO

2- 208224 -51-17, 19-37YESYES

2-208224-8ALL.490NONO

7

CAVITY

 HOUSING: THERMOPLASTIC, COLOR: BLACK.

 PERIPHERAL SEAL: ELASTOMER, COLOR: BLACK.

 CONTACT:
     BODY - BRASS, .000030 MIN GOLD FOR A LENGTH OF .200 MIN
                   FROM MATING END, GOLD FLASH ON REMAINDER, BOTH
                   OVER .000050 MIN NICKEL.
     POST - BRASS, .000100 MIN TIN-LEAD OVER .000100 MIN COPPER.

 CONTACT:
     BODY - BRASS, .000100 MIN TIN-LEAD OVER .000050 MIN NICKEL.
     POST - BRASS, .000100 MIN TIN-LEAD OVER .000100 MIN COPPER.

 CONTACT:
     BODY - BRASS, .000100 MIN TIN OVER .000050 MIN NICKEL.
     POST - BRASS, .000100 MIN TIN OVER .000050 MIN NICKEL.

 .009 MAXIMUM CONTACT LEAD-IN SEAM GAP PERMISSIBLE
    ON MATING FACE END.

 CONTACT:
     BODY - BRASS, .000030 MIN GOLD FOR A LENGTH OF .200 MIN
                   FROM MATING END, GOLD FLASH ON REMAINDER, BOTH
                   OVER .000050 MIN NICKEL.
     POST - BRASS, .000100 MIN TIN OVER .000100 MIN COPPER.

 CONTACT:
     BODY - BRASS, .000100 MIN TIN OVER .000050 MIN NICKEL.
     POST - BRASS, .000100 MIN TIN OVER .000100 MIN COPPER.

 FLANGE SEAL: ELASTOMER, COLOR: BLACK.
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MARKED ON ANY FLANGE EDGE

MATING FACE

PERIPHERAL SEAL

CONTACT
SEE TABLE

HOUSING

FLANGE SEAL

SEE DETAIL  V
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